ERRATA CORRIGE INTEGRAZIONE LISTINO ANELLI SEEGER - ANELLI D’ARRESTO 07/2015
TYPING ERROR INTEGRATION OF SEEGER RINGS - RETAINING RINGS 07/2015 PRICELIST

——
ANELLI TIPO ZA AUTOBLOCCANTI PER ALBERI SENZA GOLA —
RINGS TYPE ZA SELF-LOCKING FOR SHAFTS
TRATTAMENTO SUPERFICIALE . q
ACCIAIO AL CARBONIO non In tensione - UnSh’essed m
Fosfatati ed oliati
Bruniti ed oliati
(secondo disponibilita di magazzino) K \\\\ T T
StJRFAhCE ZINISdHEIS SARBON STEEL ds - didat
Phosphated and oile
Blaclfened and oiled ﬁ%yy =
(manufacturer’s choice) ol
d; — z >
Acciaio Carbonio| Accigio INOX | Conf. ANELLO A RIPOSO TIPO Acciaio Carbonio| Accigio INOX | Conf. ANELLO A RIPOSO
Carbon Steel | Stainless Steel . RING IN A FREE STATE TYPE Carbon Steel | Stainless Steel | Pack. RING IN A FREE STATE
AISI 420 AISI 420
di | /100 €/100 | s | & | 4 ] 4 €/100 €/100 [ s | & | d ]
ZA 15 2,10 5000 0,25 1,40 6,0 ZA 15 8,30 16,60 1000 0,50 14,60 23,0
ZA 2 2,20 5000 0,25 1,85 6,5 ZA 16 8,80 18,00 1000 0,40 15,60 24,5
ZA 3 2,40 4,75 5000 0,25 2,80 8,0 ZA 17 8,80 19,00 1000 0,50 16,60 26,0
ZA 35 * 5000 0,25 3,30 8,2 ZA 18 9,90 20,00 1000 0,40 17,60 27,0
ZA 4 2,50 5,00 2500 0,25 3,80 9,0 ZA 19 * 1000 0,50 18,60 28,0
IA 5 2,80 5,60 2500 0,25 4,80 10,0 ZA 20 13,20 21,00 500 0,50 19,50 29,0
ZA 6 3,00 6,80 2500 0,25 5,80 11,0 ZA 22 13,20 27,00 500 0,50 21,50 31,0
IA 7 3,20 7,90 2000 0,25 6,80 12,0 ZA 23 16,50 o 33,00 500 0,50 22,50 31,5
ZA 8 3,30 8,60 2000 0,25 7,75 13,0 ZA 25 16,50 36,00 500 0,50 24,50 34,0
ZA 9 4,20 9,10 2000 0,30 8,75 14,0 ZA 28 * 500 0,50 27,50 37,0
ZA 10 5,30 10,60 1000 0,30 9,75 16,0 ZA 30 24,00 48,00 250 0,50 29,50 40,0
ZA 12 6,90 13,80 1000 0,30 11,70 18,0 ZA 35 36,00 72,00 250 0,50 34,50 46,0
ZA 14 6,90 13,90 1000 0,30 13,70 20,5 ZA 45 67,00 250 0,50 44,50 60,0

Esempio di designazione: anello “tipo ZA” spessore s = 0,3 mm per un albero @ d1= 14 mm: ZA 14 - per materiale INOX: ZA 14 INOX
Example of designation: ring “type ZA" thickness s= 0,3 mm, shaft @ d1= 14 mm: ZA 14 - for Stainless Steel material: ZA 14 STAINLESS STEEL

ANELLI TIPO ZJ AUTOBLOCCANTI PER FORI SENZA GOLA

RINGS TYPE ZJ SELFLOCKING FOR BORES

TRATTAMENTO SUPERFICIALE non in tensione - unstressed
ACCIAIO AL CARBONIO
Fosfatati ed oliati

d3
Bruniti ed oliati
(secondo disponibilita di magazzino) m
SURFACE FINISHES CARBON STEEL ; TR

J

Phosphated and oiled
Blackened and oiled
(manufacturer’s choice)

dy >

Acciaio Carbonio| Accigio INOX | Conf. ANELLO A RIPOSO TIPO Acciaio Carbonio| Accigio INOX ANELLO A RIPOSO
Carbon Steel | Stainless Steel . RING IN A FREE STATE TYPE Carbon Steel | Stainless Steel . RING IN A FREE STATE
AlSI 420 AISI 420
€/100 €/100 [ s | & | 4 ] 4| €100 €/100 [ s | & | d ]
) 8 2,80 5,60 5000 0,25 8,25 4,0 1) 25 11,60 22,00 1000 0,50 25,35 16,0
) 10 3,20 6,40 2500 0,25 10,20 5,0 1) 26 12,70 26,00 1000 0,50 26,40 18,0
) 12 3,80 7,90 2000 0,25 12,25 6,0 1) 28 13,30 27,00 500 0,50 28,50 19,0
1) 14 5,00 10,00 2000 0,30 14,30 8,0 ) 30 16,50 33,00 500 0,50 30,40 21,0
) 15 5,00 11,00 1000 0,30 15,30 9,0 ) 32 17,60 36,00 500 0,50 32,55 22,5
) 16 5,70 12,00 1000 0,30 16,30 10,0 ) 35 18,70 38,00 500 0,50 35,40 25,5
17 5,80 13,00 1000 0,30 17,30 11,0 ) 40 22,00 44,00 250 0,50 40,40 30,0
) 18 8,10 17,00 1000 0,40 18,30 10,5 1) 45 29,00 58,00 250 0,50 45,55 35,0
) 20 10,00 20,00 1000 0,40 20,45 11,0 1) 46 * 250 0,50 46,50 36,0
) 22 10,00 21,00 1000 0,50 22,45 13,0 ) 50 30,00 60,00 250 0,50 50,50 39,0
Esempio di designazione: anello “tipo Z)” spessore s = 0,3 mm per un foro @ d1= 14 mm: ZJ 14 - per materiale INOX: ZJ 14 INOX * = ad esaurimento / prior fo sale

Example of designation: ring “type ZJ" thickness s= 0,3 mm, bore @ d1= 14 mm: ZJ 14 - for Stainless Steel material: Z) 14 STAINLESS STEEL * = prezzi a richiesta / prices on request




