1different by UNI and DIN for M10,

1M12, M14, M22 diameters

.Tolerance: A and B category
raccording to stock availability
:On request: diameters >M30

10On request: AIS| 304 - 316 - 410 -

1B7 - L7 materials

_______________________

Description

Paint must ba bluat or it could ba rulled for 5 M4

thread (cut end) (ref. IS0 4753)

I . Unecomplate threod u s 2P

r

Price VATexcl.

—I~

d

L

0.1 || Reberance posiflan for dw
X" detall |

euro/100

% Price Change

Package

Monday, May 13, 2024

Hexagonal head screws
ISO 4017 - UNI 5739
DIN 933
totally threaded
Class 8.8 Zinc plated

d mm

M 7 X 100 ZINCATE 46,40 + 60% 1 M7 100
M 7 X100 ZINCATE da max 7.8 || kw min cat. A 3.25
p 1]{dw min cat. A 9.63||r min 0.25
a max 3|le min cat. A 12.12(|s max 11
min 1 nom 4.8 min cat. A 10.73
c max 0.5]lk min cat. A 4.65
min 0.15 max cat. A 4.95

Technical informations are indicative and can be updated.
Copyright Gandini Fasteners S.r.I. All rights reserved. No part of this web site may be reproduced in any form without express

permission.
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